
NC MIATA CABIN FILTER INSTALLATION

Tools Required
● Tool pick or flat head screwdriver
● Stubby Phillips screwdriver
● 14mm socket with ratchet
● Needle nose pliers

1) By the windshield base, remove the plastic
caps and cowl screws from the front of the
windshield, they are located on the outer corner of
the cowl accessible with the hood down.

2) Remove wiper blades using the 14mm socket



3) Using needle nose pliers gently remove the
weather stripping from the cowl, the clips have 2
tabs each that need to be compressed to fit through
the cowl and firewall mounting holes. The
weatherstripping and clips can remain on the cowl
but need to be disconnected from the firewall

4) Unplug the washer line at the Y joint under the
cowl, you will need to disconnect both the right line
and the bottom left going towards the passenger
side of the car (washer bottle feed line). Pull out the
upper right tube from the bottom of the cowl to the
top.



5) Gently pull forward and up to remove the cowl
(NOTE: The cowl comes apart in 2 pieces)

6) On the passenger side of the car remove the
cover with 1 plastic phillips screw and 4 pull up
clips.

7) Inside the larger hole on the left side you will
notice the opening for the HVAC system, the cabin
filter will go in this opening. Apply even pressure on
both sides of the filter cage to install (NOTE: it will
be a little tricky to install as the filter fits in the HVAC
opening with a very snug fit, there is not much room
to work with as the HVAC opening is inside the
large opening on the left).

8) Once the filter is installed, reinstall using the steps above in reverse. (NOTE: Installing the main wiper
cowl you will need to line up both pieces connected together. Once the washer bottle tubes are
connected, gently apply pressure evenly across the cowl and slide it towards the windshield. There are
tabs on the bottom side of the cowl which are meant to slide under portions of the firewall and
windshield).

For Questions or concerns feel free to email support@jemanufacturing.com
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